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RM470426 Rev 2 

TRANSIT CONNECT STEEL BULKHEAD 
FOLDER ORGANIZER INSTRUCTIONS 

BEFORE INSTALLATION PLEASE REVIEW THIS ENTIRE DOCUMENT, 
UNTIL YOU ARE COMPLETELY FAMILIAR WITH ALL STEPS BEFORE BEGINNING. A “PRACTICE RUN” OF THESE STEPS / PROCEDURES 

MAY BE HELPFUL TO ASSIST YOU IN FAMILIARIZING YOURSELF THOROUGHLY, AND AVOIDING COSTLY ERRORS. 

FOLDER ORGANIZER 
p/n: 02B906KP 

7/16 SOCKET 

A I R  /  H A N D  R A T C H E T

Recommended Tools 

Hardware 

1/4-20 

E-STOP NUT
1/4-20 x .75 

HEX WASHER HD SCREW 

7/16 COMBO 

WRENCHES 

DRILL  

w/ 3/32 DRILL BIT 
MARKER 

http://www.masterack.com/
https://www.bing.com/images/search?view=detailV2&ccid=7A53sDfm&id=635BF75783471EFB5079BDE7DE3F71EC18E28BE7&thid=OIP.7A53sDfmVgLOcyxgEvhkigHaHa&mediaurl=https://assetlibrary.dstewart.com/ImageFolio43_files/gallery/Product_Images/Web/PNG/Zoom/etilize_56382.png&exph=900&expw=900&q=MARKER&simid=608036447637932196&selectedIndex=72
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TRANSIT CONNECT STEEL BULKHEAD 
FOLDER ORGANIZER INSTRUCTIONS 

TORQUE SETTING: 

Size – 1/4 = 7 – 9.5 Ft.-Lbs. 

POSITION FOLDER ORGANIZER ON PARTITION 

AS SHOWN BEHIND PASSENGERS SEAT.  

MARK (5) HOLES ONTO PARTITION.  

DRILL (5) 9/32” HOLES THRU PARTITION. 

SECURE FOLDER ORGANIZER USING: 

(5) 1/4-20 x 3/4 Hex Washer Head Screw

(5) 1/4-20 E-Stop Nuts

E-Stop Nuts 

Hex Washer Head Screw 

http://www.masterack.com/


3 Year / 36,000 Mile Limited Warranty 

(3) years or 36,000 miles (60,000 KM)
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