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INSTALLATION INFORMATION 

BEFORE INSTALLATION PLEASE REVIEW THIS ENTIRE DOCUMENT, 
UNTIL YOU ARE COMPLETELY FAMILIAR WITH ALL STEPS BEFORE BEGINNING. A “PRACTICE RUN” OF THESE STEPS / PROCEDURES 

MAY BE HELPFUL TO ASSIST YOU IN FAMILIARIZING YOURSELF THOROUGHLY, AND AVOIDING COSTLY ERRORS. 

 

Hardware 

Recommended Tools 

A I R  /  H A N D  R A T C H E T

7 / 1 6 ”  S O C K E T

 FIRE EXTINGUISHER, RECHARGEABLE VEHICLE BRKT INCL 

STANDARD PARTITION MOUNTING 
(CAB SIDE) 

TRANSIT CONNECT PARTITION MOUNTING 
(CAB SIDE) 

MOUNTED TO A  

36” HIGH MODULE 
MOUNTED TO A  

46” HIGH MODULE 

MOUNTED TO A  

MODULE w/ SPACE SAVIING UPRIGHT 

MOUNTED TO ATTACHMENT PANEL 
(CARGO SIDE) 

5# FIRE EXTINGUISHER 
(CAB SIDE) 

http://www.masterack.com/
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ATTACHING FIRE EXTINGUISHER 

POSITION IN PREFERRED LOCATION1 

MARK and DRILL (2) MOUNTING HOLES [1/4 – 20 SCREWS]2 

SECURE USING: 

(2) 1/4-20 x .75 HEX HEAD SCREWS

(2) 1/4-20 E-STOP NUTS

3 

http://www.masterack.com/


3 Year / 36,000 Mile Limited Warranty 

(3) years or 36,000 miles (60,000 KM)
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